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of various joint diseases. The invention 
uses an image of a joint that is 
pfocessed for analysis. Analysis can 
include,, for example, generating a 
thickness map, a cartilage curve, or a 
point cloud. This infonhation is used 
to determine the exteut of the cartilage 
defect or damage and to design an ; 
appropriate therapy, inclucBng, for 
example, an implant Adjustments 
to the designed therapy are made to 
actount for the materials used. 



wo .2004/043305 Al 1.1111111111111111111111101180111 



Eurasian patent (AM, AZ, BY, KG. KZ. MD, RU. TJ, TM). 
. European patent (AT, BE, BG, CH, CY, CZ. DE. DK, EE, 
BS. Ft, FR. GB. GR, HU, IE, FT, LU, MC, NL, PT. RO, 
SE, ST, SK. TR), OAPI patent (BF, BJ, CF. CG, CI, CM. 
GA, GN, GQ. GW, ML, MR, NB, SN, TD. TG). 

Published: 

— with international search report 



— before the expiration of the time limit for amending the 
claims and to be republished in the event of receipt of 
amendments 

For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the PCTGaziette._ 



wo 2004/043305 PCT/US2003/036079 



6750-001 1 .40/IT02-U06,PCT1 



Patent Application For 

Methods for Determining Meniscal Size and Shape 
AND FOR Devising Treatwent 

By 

5 Konstantinos Tsougarakis 

Daniel Steines 
Bhaskar Rao Vissa 
Philipp Lang 
Barry J. Under 

10 

Statement as to Rights to Inventions Made Under Federally 
Sponsored Research and Development 

[0001] Certain aspects of the Invention described below were made 
with United States Government support under Advanced Technology 
1 5 Program 70NANBOH301 6 awarded by the National Institute of Standards 
and Techndlogy (NIST). The United States Government may have rights in 
certain of these inventions. 

Cross-Reference to Related Appucations 

[0002] This application claims priority to U,S. Provisional Patent 
20 Application 60/424.964 filed on November 7, 2002. 

Field of the Invention 

[000^ The present Invention relates to melhods for deten^^ 
meniscjal size and shape for use In designing the^rapies for the treatment of 
various joint diseases. This method Is then used to design an implant or 
26 articular repair systeni for use in a joint 
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Background of the Invention 

[0004] There are various types of cartilage, e.g., hyaline cartilage 
and fibrocartilage. Hyaline cartilage Is found at the articular surfaces of 
bones, e.g., in the joints, and is responsible for providing the smooth 
5 gliding motion characteristic of moveable joints. Articular cartilage Is firnily 
attached to the underlying bones and measures typically less than 5ram In 
thickness in human joints, with considerable variation depending on the 
joint and more particularly the site within the joint In addition, articular 
cartilage is aneural. avascular, and alymphatic 

10 [0005] Adult cartilage has a limited ability of repair; thus, damage to 
cari:ilage produced by disease, such as rheumatoid arthritis and/or 
osteoarthritis, or trauma can lead to serious physical defomiity and 
debilitation. Fgrthemiore, as human articular cartilage ages, its tensile 
properties change. Thus, the tensile stiffness and strength of adult 

15 cartilage decreases mari<edly over time as a result of the aging process. 
[0006] For example, the superficial zone of the knee articular 
cartilage exhibits an Increase In tensile strength up to the third decade of 
life, after which It decreases maricedly with age as detectable damage to 
type II collagen occurs at the articular surface. The deep zone cartilage 

20 also exhibits a progressive decrease iri tensile strength with Increasing 
age, although collagen content does not appear to decrease. These 
observations indicate that there are changes In mechanical and, hence, 
stmctural organization of cartilage wit^ 
can predispose cartilage to traumatic damage. 

25 [0007] Once damage occurs, joint repair can be addressed through 
a number of approaches. The use of matrices, tissue scaffolds or other 
caniers implanted with cells {e.g., chondrocytes, chondrocyte progenitors, 
stromal cells, mesenchymal stem cells, etc.) has been descri 
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potential treatment for cartilage and rtieniscal repair or replacement See, 
also, International Publications WO 99/51719 to Fofonoff, published 
October 14. 1999; WO01/91672 to Simon et al., published 12/6/2001; and 
wool /1 7463 to Mannsmann, published March 15, 2001; U.S. Patent No. 

5 6.283,980 B1 to Vibe-Hansen et al., issued September 4, 2001, U.S. 

Patent No. 5,842,477 to Naughton issued December 1, 1998, U.S. Patent 
No. 5,769,899 to Schwartz et al. Issuisd June 23, 1998, U.S. Patent No. 
4,609, 551 to Caplan et al. Issued September 2, 1 986, U.S. Patent No. 
5,041,138 to Vacanti et al. issued August 29, 1991, U.S. Patent No. 

10 5,197,985 to Caplan et al. issued March 30, 1993. U;S. Patent No. 

5,226,914 to Caplan et al. issued July 1 3, 1 993, U.S. Patent No. 6.328.765 
to Hardwick et al. issued December 11. 2001. U.S. Patent No. 6,281,195 
to Rueger et al. issued August 28, 2001 , and U.S. Patent No. 4,846,835 to 
Grande issued July 1 1 , 1 989. However, clinical outcomes with biologic 

15 replacement materials such as allograft and autograft systems and tissue 
scaffolds have been uncertain since most of these materials cannot 
achieve a morphologic arrangement or structure similar to or identical to 
that of nornial, disease-free human tissue it is intended to replace. 
. Moreover, tiie mechanical durability of these biologic replacement 

20 materials remains uncertain. 

[0008] Usually, seyere damage or loss of cartilage is treated by 
replacement of the joint witii a prosthetic material, for example, silioone, 
e.g. for cosmetic repalrs. or suitable metal alloys. See, e.g., US. Patent 
No. 6.443,991 B1 to Runi^ng issued September 3, 2002, U:S. f*atent No. 

25 6,387i131 B1 to Mfehike et aL Issued May 14, 2002; U,S. Patent No. 
. 6,383.228 to Schmotzer issued May 7, 2002; U.S. Patent No. 6.344,059 
B1 to Krakovits et al. issued February 5, 1002; U.S. Patent No. 6,203,576 
to Afrlat et al; Issued March 20. 2001; U.S, Patent No. §,126,690 to 
Ateshiari ei al. issued October 3, 2000; U;S. Patent 6,013,103 to Kaufman 
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et al. issued January 11, 2000, Implantation of these prosthetic devices is 
usually associated \A/ith loss of underlying tissue and bone without 
recovery of the full function allowed by the original cartilage and, with 
some devices, serious long-term complications associated with the loss of 
5 significant amounts of tissue and bone can include infection, osteolysis 
and also loosening of the implant. 

[00091 As can be appreciated, joint arthroplasties are highly 
Invasive and require surgical resection of the entire, or a majority of the, 
articular surface of one or more bones involved in the repair. Typically with 

10 these procedures, the marrow space is fairiy extensively reamed in order 
to fit the stem of the prosthesis within the bone. Reaming results in a loss 
of the patient's bone stock and over time subsequent osteolysis will 
frequently lead to loosening of the prosthesis. Further, the area where the 
implant and the bone mate degrades over time requiring the prosthesis to 

15 eventually be replaced. Since the patfenf s bone stock Is limited, the 
number of possible replacement surgeries is also limited for joint 
arthroplasty. In short, over the ciourse of 15 to 20 years, and In some 
cases even shorter time periods, the patient can ran out of tiierapeutic 
options ultimately resulting in a painful, non-functional joint 

20 [0010] U.S. Patent No. 6,206.927 to Fell, et al„ Issued March 27, 
2001. and U.S. Patent Na 6.558.421 to Fell, et al., Issued May 6, 2003, 
disclose a surgically impfantable knee prosthesis that does not require 
bone resection. This prosthesis Is described as substantially eilipticai in 
shape v\rifli one or more straight edges. Accordingly, ttiese devices are not 

25 designed to substantially conform to the actual shape (contour) of the 

remaining cartilage in vivo and/or the underiying bone. Thus, integration of 
flie implant can be extremely difficult due to differences in ttiickness and 
curvature between ttie patients sunpunding cartilage and/or ttie 
underlying subchondral bone and ttie prosttiesis. 
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[Obl 1] Interpositional knee devices that are not attached to both the 
tibia and femur have been described. For example, Piatt et al. (1969) 
"Mould Arthroplasty of the Knee," Journal of Bone and Joint Surgery 
51B(1):7&-87, describes a hemi-arthroplasty with a convex undersurface 
. 5 that was not rigidly attached to the tibia. 

[0012] U.S. Patent 4,502,161 to Wail issued March 5, 1985, 
describes a prosthetic meniscus constmcted from materials such as 
silicone rubber or Teflon with reinforcing materials of stainless steel or 
nylon strands. U.S. Patent 4,085,466 to Goodfellow et al. issued March 25, 

to 1978. describes a merilscal component made from plastic miaterials. 

Reconstructibn of meniscal lesions has also been attempted with carbon- 
fiber-polyurethane-poly (Uactide). Leeslag. et aL, Biological and 
Biomedianical Performance of Biomaterials (Christel et al.. eds.) Elsevier 
Sdence Publishers B.V., Amsterdam, 1986. pp. 347-352. Reconstruction 

15 of rvienlscal lesions is also possible with bioresorbable materials and tissue 
scaffolds. 

[0013] However, currently available devices do not always provide 
Ideal alignment with the articular suri'aces and the resultant joint congruity. 
Poor alignment and poor joint congruity can, for example, lead to instability 
20 of the joint. In the knee joint. Instability typically manifests as a lateral 
instability of the joint 

[0014] Thus, there remains a need for methods thfirt recreate natural 
or near natural relationships between two articular surfaces of the joint 
(Such as the femoral condyle and the tiW 

25 Summary of the Invention 

[001 5] In one aspect, when the meniscus is present in the subject, 
the Invention Includes measuring the dimensions and/or shape parameters 
. of the meniscus. Such dimensions and pararneters include, for example, 



5 



i 



wo 2004/043305 



:PCTAJS2003/036079 



6750-001 1 .40/IT02-U06.PCT1 

but are not limited to^ the maximum anterior-posterior distance of the 
meniscus, the maximum medial-lateral distance of the meniscus, the size 
or area of the meniscal attachment(s). the maximum length of the anterior 
horn, the maximum and minimum height of the anterior horn, the 

5 maximum and minimum height of the body, the maximum and minimum 
height of the posterior horn, the maximum height and minimum height of 
the meniscus, the maximum and minimum width of the anterior horn, the 
maximum and minimum width of the body, the maximum and minimum 
width of the posterior horn, meniscal radii and angles at various locations. 

10 These measurements can then be used to design therapies for the 

treatment of joint diseases. These treatments can include, for example, 
meniscal repair systems, carKlage repair systems, articular repair systems 
and art:hroplasty systems and they can consist of, for example, biologic 
materials, tissue scaffolds, plastic, metal or metal alloys, or cpmblnatlons 

1 5 thereof . Therapies can be custom-made, typically utilizing at least one or 
more of these measurements. Alternatively, a pre-made, •*off-the-sheir 
component closely matching at least one or more of these measurements 
can be selected. 

[001 6] In another aspect, the invention includes measuring the 
20 dimensions and/or shape parameters of the contralateral meniscus. Such 
dimensions and parameters include, for example, but are hot limited to, 
the maximum anterior-posterior distance of the meniscus, ttie maximum 
medial-lateral distance of the meniscus, the size or area of the meniscal 
attachment(s), the maximum length of the anterior horn, the ma)dmum 
25 lengtfi of the body, the maximum length of the posterior horn, the 

maximum and minimum height of the anterior hom, the maximun> and 
minimum height of the body, the ma)dmum and minimum height of the 
posterior hornr the ma)amum height and mininium hd^ 
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the maximum and minimum width of the anterior horn, the maximum and 
minimum width of the body, the maximum and minimum width of the 
posterior horn, menlscal radii, and angles at various locations. 

10017] In one embodiment, the meniscus of the opposite 
5 compartment can be used to create a mirror image of the meniscus on the 
diseased side. These measurements can then be used to determine 
menlscal size and/or shape in designing treatments for the diseased joint 
These treatments can include, for example, meniscal repair systems, 
cartilage repair systems, articular repair systems and arthroplasty systems 

10 and they can consist of, for example, biologic materials, tissue scaffolds, 
plastic, metal or metal alloys or combinations thereof. Therapies can be 
custom-made, typically utilizing at least one or more of these 
measurements. Alternatively, a pre-made. "off-the-shelf component 
matching or closely matching at least one or more of these measurements 

15 can be selected. 

[001 8] In yet another embodiment, the 3D geometry of the 
meniscus on the affected site can be derived from measurements from 
neighboring articular surfaces and structures to recreate the shape and 
size of the diseased meniscus. Such measuremente Include, for example, 

20 but are not limited to, tibial bone dimensions, sudi as maximum anterior- 
posterior distance, maximum medial-lateral distance^ maximum distance 
from the tibial spine to the edge, width of the tlblal spines, height of the 
tibjal spines, airea of tibial plateau occupied by tibial spines, depth of tibial 
plateau, 20 and 3D shape of tibial pla^^^ 

25 dimensions, such as maximurii anterior-p<feterior distance, maximum 
superior-inferior distance, maximum medial-lateral distance, maximum 
distance from the trochlea to the medial or lateraii edge; width and depth of 
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intercondylar notch, curvature at select regions along the femoral condyle, 
2D and 3D shape. 

(0019] In yet another aspect, when applied to the knee joint the 
invention includes one or more of the following measurements: (1) tibial 

5 bone dimensions, for example, maximum anterior-posterior distance, 

maximum medial-lateral distance, maximum distance from the tibial spine 
to the edge, width of the tibial spines, height of the tibial spines, area of 
tibial plateau occupied by tibial spines, depth of tibial plateau, 2D and 3D 
shape of tibial plateau; (2) tibial cartilage dimensions, including thickness 

10 and shape; (3) femoral condyle bone dimensions, for Example, maximum 
anterior-posterior distance, maximum superior^nfericr distance, maximum 
medial-lateral distance, maximum distance from the trochlea to the medial 
or lateral edge; width and depth of intercondylar notch, curvature at select 
regions along the femoral condyle, 2D and 3D shape; and (4) femoral 

15 cartilage measurements including thickness and shape. These 

measurements can then be used to estimate meniscal size and/or shape 
for the treatment of joint diseases. These treatments can include, for 
example, meniscal repair systems, cartilage repair systems, articular 
repair systems and arthroplasty systems and It can consist of, for example, 

20 biologic materials, tissue scaffolds, plastic, metal or metal alloys, or . 

combinations thereof. Therapies can be custom-made, typipally utilizing at 
least one or more of these measurements. Alternatively, a pre-made, "off- 
tiie-shelf component dosely matching at least one or more p 
measurements can be selected. 

25 [0020] In a further aspect; meniscal measurements are taken from a 
reference population possessing nomnal or near normal menisd. Meniscal 
measurements oari include, but ar^ hot limited to, for example, the 
maximum anteriorrpdsterior distahpe of the meniscus, ttie maximum 
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medial-lateral distance of the meniscus, the size or area of the meniscal 
attachment(s). the maximum length of the anterior horn, the maximum 
length of the body, the maximum length of the posterior horn, the 
maximum and minimum height of the anterior horn, the maximum and 
minimum height of the body, the maximum and minimum height of the 
posterior horn, the maximum height and minimum height of the meniscus, 
the maximum and minimum width of the anterior horn, the maximum and 
minimum width of the body, the maxlmurri and minimum width of the 
posterior horn, meniscal radii and angles at various locations. 

10021] Additional non-meniscal measurements can also be taken 
using the same reference population and may include one or more of the 
following: (1) tibial bone dimensions, for example, maximum anterior- 
posterior distance, maximum mediaHateral distance, maximum distance 
from the tibial spine to the edge, width of the tibial spines, height of the 
15 tibial spines, area of tibial plateau occupied by tibial spines, depUi of tibial 
plateau, 2D and 3D shape of tibial plateau; (2) tibial cartilage dimensions 
including thickness and shape; (3) femoral condyle bone dimensions, for 
example, maximum anterior-posterior distance, maximum superiornnferior 
distance, maximum medial-lateral distance, maximum distance from the 
20 trochlea to the medial or lateral edge, width and depth of the intercondylar 
notch, curvature at select regions along ttie femoral condyle, 2D and 3D 
shape, (4) femoral cartilage measurements Including thickness and shape; 
(5) measuring the patellar bone dimensions; (6) measuring the patellar 
cartilage dimensions including thickness and shape; and/or (7) measuring 
25 tile size, lengtti or shape of ligamentous structures such as the cruciate 
ligaments. 

[0022] The size and/or shape ofthe menisci in the reference 
population can then be correlated to one or more of the additional nohr 
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meniscal measurements. Once a correlation is established, the bone 
and/or cartilage and/or ligamentous dimensions with the highest 
correlation to meniscal size and/or shape can be used to predict meniscal 
size and/or shape in designing therapies for persons suffering from joint 
5 disease. The data from the reference population is typically stored in a 
database which can be periodically or continuously updated. Using this 
Information, therapies can be devices which include, for example, 
meniscal repair systems^ cartilage repair systems, articular repair systems 
and arthroplasty systems and they can consist of, for example, biologic 

10 materials, tissue scaffolds, plastic, metal or metal alloys, or combinations 
thereof. Therapies can be custom-made, typically utilizing at least one or 
more of these measurements. Alternatively, a pre-made, "off-the-shelf 
component closely matching at least one or more of ttiese measurements 
can be selected. For example, a meniscal repair system can be selected 

15 utilizing this irifomiatlon. Alternatively, this infonnation can be utilized in 
shaping an Interpositional arthroplasty system. 

Brief Description of the Drawings 

[0023] Fig. 1a illustrates an example of a Placido disk of 
concentrically arranged circles of light Fig. 1b illustrates an example of a 
20 projected Piaddo disk on a surface of fixed curvature. 

[0024] Fig. 2 shows a reflection resulting from a projection of 
concentric circles of light (Placido Disk) on each femoral condyle, 
demonstrating the effect of variation in surface corttour on tiie reflected 
drcles. 

25 [0025] Fig. 3 illustrates an examj3le of a 2D color-coded 
topographlcai map of an in-egulariy curv^ 
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[0026] Fig. 4 illustrates an example of a 3D color-coded 
topographical map of an irregularly curved surface. 

[0027] F><5- 5 lilustrates surface registration of MRI surface and a 
digitized surface using a laser scanner. The illustration to the left shows 
5 the surface before registration and the illustration to the right shows the 
surface after registration. 

[0028] Fig. 6 is a reproduction of a three-dimensiorial thickness map 
of the articular cartilage of tiie distal femur. Three-dimensional ttiickness 
maps can be generated, for example, from ultrasound, CT or MRI data. 
1 0 Dar1< holes within the substance^ of the cartilage Indicate areas of full 
tiiickness cartilage loss. 

[0029] Fig. 7 illustrates ttie cartilage surface of a medial femoral 
condyle from a sagittal scan (blue) and a coronal scan (red). 

[0030] Fig, 8a illustrates an axial view of a meniscus; Fig. 8b 
15 illustrates a sagittal view of the meniscus; and Fig, 8c illustrates a coronal 
view of Uie meniscus. 

[0031] Fig. 9a illustrates a sagittal view of the tibia; and Fig. 9b 
illustrates a coronal view of the tibia. 

[0032] Fig. 1 0A illustrates a sagittal view of tiie femur, and Fig. 10b 
20 lllusti-ates a coronal view of tiiefenriur. 

[0033] Figs. 11a-c illustrate a chart showngttie tibfa^ 
surface and superior memscal surface combined after extraction from a 
coronal FSE, and a menlscal surface scaled to account for compression 
under loading conditions. From flie infonnation is derived Oie cross-section 
is of ttie Implant, Fig. lie. 
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[0034] Fig. 12 illustrates a point cloud of an implant surface (yellow) 
that approximates smooth surface patch (brown), 

[0035] Figs. 13a and b are views of an implant suitable for use on a 
condyle of tiie femur shown from the Inferior and superior surface 
5 viewpoints, respectively. . 

[0036] iFiG. 14 is a view of an implant suitable for a portion of the ' 
tibial plateau in the l<nee. 

[0037] Figs. 1 5a-d are views of an Implant suitable for the hip. 
Detailed Description qf the Invention 

10 [0038] The following description is presented to enable any person 
skilled in the art to make and use the invention. Various modifications to 
the embodiments described will be readily apparent to those skilled in the 
art, and the.generjc principles defined herein qan be applied to other 
embodiments and iapplications without departing from the spirit and scope 

15 of the present invention as defined by the appended claims. Thus, the 

present invention is not intended to be limited to the embodiments shown, 
but is to be accorded the widest scope consistent with the principles and 
features disclosed herein. To the extent necessary to achieve a complete 
understanding of the Invention disclosed, Hie speclficatidn and drawings of 

20 all issued patents, patent pubficdtions, and patent applicatons cited in this 
application are incorporated herein by reference. 

[0039] As will be appreciated by those of skill in the art, the practice 
of the present invention employs, unless othenwise indicated, conventional 
mettiods of x-ray imaging and processing, x-ray tomosynthesis, ultrasound 
25 including A-scan. B-scan and C-scan, computed tomography (CT scan), 
magnetic resonance imaging (MRI), optical cpheren 
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photon emission tomography (SPECT) and positron emission tomography 
(PET) within the skill of the art Such techniques are explained fully in the 
literature and need not be described herein. See. e.g., X-Ray Structure 
Determination: A Practical Guide. 2nd Edition, editors Stout and Jensen. 
5 1 989. John Wiley & Sons, publisher; Body CT: A Practical Approach, 

editor Slone, 1999, McGraw-Hiir publisher; X-ray Diagnosis: A Physidan's 
Approach, editor Lam, 1998 Springer-Vertag. publisher; and Dental 
Radiology: Understanding the X-Ray Image, editor Laetltia Brockiebank 
1 997. Oxford University Press publisher, 
10 . [0040] The present invention solves the need for methods to 
recreate natural or near natural relationships between two articular 
surfaces by providing methods for determining meniscal size and shape. 
Meniscal size and shape can be useful in designing therapies for the 
treatment of joint diseases including, for example, meniscal repair, 
1 5 meniscal regeneration, and articular repair therapies. 

I. Assessment OF Joints 

[0041] The methods and compositions described herein can be 
used to treat defects resulting from disease of the cartilage {e.g. . 
osteoarthritis), bone damage, cartilage damage, trauma; and/bir 
20 degeneration due to overuse or age. The invention allovys, among other 
things, a health practitioner to evaluate and treat such defects. 

[0042] As will be appreciated by tiiose of skill in the art, size, 
curvature and/or thlctaiess rheasufements can be obtained using any 
suitable technique. For example, one diniensionali two dimensional/ 
25 and/or ttifee dimensional measurernents can be obtained using suitable 
mechanical means, laser devices, electromagnetic or optical tracking 
systems, molds, materials applied to the articular surface that harden and 
"memorize the surface contour," and/or one or more Imaging techniques 
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known in the art. Measurements can be obtained non-invasively and/or 
intraoperatively (e.g., using a probe or other surgical device). As will be 
appreciated by those of skill in the art, the thickness of the repair device 
can vary at any given point depending upon the depth of the damage to 
5 the cartilage and/or bone to be corrected at any particular location on an 
articular surface. 

A. Imaging Techniques 

[0043] As ymW be appredated by those of skill in the art, imaging 
techniques suitable for measuring thickness and/or curvature (e.g., of 

1 0 cartilage and/pr bone) or size of areas of diseased cartilage or cartilage 
loss include the use of x-rays, magnetic resonance imaging (MRI), 
computed tomography scanning (CT, also known as computerized axial 
tomography or CAT), optical coherence tomography, SPECT, PET. 
ultrasound Imaging techniques, and optical Imaging techniques. (See. 

1 5 also, International Patent Publication WO 02/22014 to Alexander, et al., 
published March 21 . 2002; U.S. Patent No. 6.373,250 tb tsoref et al. 
issued April 1 6, 2002; and Vandeberg et al. (2002) Radiology 222:430- 
436). Contrast or other enhancing agents can be employed using any 
route of administration, e.g. intravenous, intra-articular, etc. 

20 [0044] In certain embodiments, CT or MR! is used to assess tissue, 
bone, cartilage and any defects flierein, for isxampie cartilage lesibn$ or 
areas of diseased cartilage, to obtain irifomnation on subchoridral bone or 
cartilage degeneration and to provide morphologic or biochemicai or 
bfomechanical information about the area of damage. SpedficaHy, 

25 changes such as fissuring, partial or full ttiickness cartilage loss, and 

signal changes within residual cartilage can be detected using pne or more 
of ttiese methods. For discussions of the basic NMR prindples and 
techniques, see MRI Basic Principles and Applications, Second Edition, 
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Mark A. Brown and Richard C. Semelka, Wiley-Liss, Inc. (1999). For a 
discussion of MR! including conventional T1 and T2-weiglited spin-echo 
imaging, gradient recalled echo (GRE) imaging, magnetization transfer 
contrast (MTC) imaging, fast spin-echo (FSE) imaging, contrast enhanced 
5 imaging, rapid acquisition relaxation enhancement (RARE) imaging, 
gradient echo acquisition in tiie steady state (GRASS), and driven 
equilibrium Fourier transfonn (DEFT) imaging, to obtain infomnation on 
cartilage, se^ Alexander, et at., WO 02/22014. thus, in preferred 
embodiments, the measurements produced are based on three- 
10 dimensional images of the joint obtained as described in Alexander, et al.. 
WO 02/22014 or sets of two-dimensional images ultimately yielding 3D 
information. Two-dimensional and three-dimensional images, or maps, of 
the cartilage alone or in combination WiVn a movement pattern of the joint, 
e.g. flexion - extension, translation and/or rotation, can be obtained, 
15 Three-dimensional images can include infom^alion on movement patterns, 
contact points, contact zone of two or more opposing articular surfaces, 
and movement of the contact point or zone during joint motion. Two and 
three-dimensional images can Include informatton on biochemical 
composition of the arficular cartilage. In addition, imaging techniques can 
20 be compared over time, for example to provide up-to-date Infomnation on 
the shape and type of repair material needed 

[0045] Any of the Imaging devices described herein can also be 
used intra-operatively (see, also below), for example using a hand-held 
ultrasound and/or optical probe to Image the articular surface intra- 
25 operatively. . 

B. Intraoperative Measurements 

. 10046] Alternatively, or In addition tOinor^ 
techniques described iabbve, measurement . 
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diseased cartilage or an area of cartilage loss, measurements of cartilage 
thickness and/or curvature of cartilage or bone can be obtained 
intraoperatively during arthroscopy or open arthrotomy. Intraoperative 
measurements may or may not involve actual contact with one or more 
5 areas of the articular surfaces. 

[0047] Devices suitable for obtaining intraoperative measurements 
of cartilage or bone or other articular stnjctures, and to generate a 
topographical map of the surface include but are not limited to, Placido 
disks and laser interferometers, and/or deformable materials or devices. 
10 (See, for example, U.S. Patent Numbers 6.382,028 to Wooh et al.. issued 
May 7. 2002; 6,057,927 to Levesque et al., issued May 2, 2000; 5,523,843 
to Yamane et al. issued Juiie 4, 1996; 5,847.804 to Sarver et al. issued 
December 8, 1998; and 5,684,562 to Fujieda, issued November 4. 1997). 

[0048] Fig. 1a Illustrates a Placido disk of concentrically arranged 
1 5 circles of light The concentric arrays of the Placido disk project well- 
defined drcles of light of varyinjg radii, generated either with laser or white 
light transported yia optical fiber. The Placido disk can be attached to the 
end of an endoscopiic device (or to any probe, for example a hand-held 
probe) so that the circles of light are projected onto the cartilage surface. 
20 Fig. 1b illustrates an example of a Placido disk projected onto the surface 
of a fixed curvature. One or more imaging cameras can be used (e.g., 
attached to the device) to capture the reflection of the 
Mathemafical analysis is used to determine the surface curvature. The 
curvature can then, for example, be visualized on a monitor as a color- 
25 coded, toptographlcal map of the cartilage surface. Additionally, a 

mathemafical mod^l of the topographical map can be used to determine 
the ideal surface topography to replace any cartilage defects In the area 
analyzed. . 



16 



wo 2004/043305 



PCT/US2003/036079 



6760-001 1.40/IT02-U06.PCT1 

[0049] Fig. 2 shows a reflection resulting from the projection of 
concentric circles of light (Pladdo disk) on each femoral condyle, 
demonstrating the effect of variation In surface contour on reflected circles. 

[0050] Similarly a laser interferometer can also be attached to the 
5 end of an endoscopic device. In addition, a small sensor can be attached 
to the device in order to detemiine the cartilage surface or bone curvature 
using phase shift Interferometry. producing a fringe pattern analysis phase 
niap (wave front) visualization of the cartilage surface. The curvature can 
then be visualized on a monitor as a color coded, topographical map of the 
■ 10 cartilage surface. Additionally, a mathematical model of the topographical 
map can be used to determine the ideal surface topography to replace any 
cartilage or bone defects in the area analyzed. This computed, ideal 
surface, or surfaces, can then be visualized on the monitor, and can be 
used to select the curvature, or curvatures, of the replacement cartilage. 

15 [0051] One skilled in the art will readily recognize that other 

techniques for optical measurements of the cartilage surface curvature can 
be employed without departing from the scope of the invention. For 
example, a 2-din1entional or 3-dimenslonal map, such as that shown in 

, Fig. 3 and Fig. 4 can be generated. 

20 [0052] Mechanical devices (e.g./probes) can also be used for 

intraoperative measurements, for example, deformable materials such as 
gels, molds, any hardeinirig materials (e.g., materials that remain 
defonnable until they are heated, cooled, or othenA^se manipulated). See, 
e.g., WO 02/34310 to Dickson et al,, published May 2, 2002. For example, 

25 a defonmabie gel can be applied to a femoral condyle. The side of tiie gel 
pointing tovyards the condyle can yield a negative impression bf tiie 
surface a>ntoup of tile condyle. The negative Impressi 
to detiennine Qie size of a defect; tiie deptil of a defect and the curvature of 
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the articular surface in and adjacent to a defect This information can be 
used to select a therapy, e,g. an articular surface repair system. In another 
example, a hardening material can be applied to an articular surface, e.g. 
a femoral condyle or a tibial plateau. The hardening material can remain 

5 on the articular surface until hardening has occurred. The hardening 

material can then be removed from the articular surface. The side of the 
hardening material pointing towards the articular surface can yield a 
negative impression of the articular surface. The negative impression can 
then be used to determine the size of a defect, the depth of a defect and 

10 the curvature of the articular surface in and adjacent to a defect. This 

infomnation can then be used to select a therapy, e.g. an articular surface 
repair system. In some embodiments, the hardening system can remain in 
place and form the actual articular surface repair system. 

[0053] In certain embodiments, the defomnable material comprises 
15 a plurality of individually moveable mechanical elements. When pressed 
against the surface of interest, each element can be pushed in the 
opposing direction and the extent to which it is pushed (deformed) can 
correspond to the curvature of the surface of interest. The device can 
include a bral<e mechanism so that the elements are maintained in the 
20 position that confonns to the surface of the cartilage and/or bone. The 
device can then be removed from the patient and analyzed for cun^ature. 
Alternatively, each individual moveable element can ir^clude mariners 
Indicating the amount and/or degree it is deformed at a given spot. A 
camera can be used to intra-operatively image the device and the image 
25 can be saved and analyzed for curvature infomnation. Suitable mari<ers 
Indude. but are not limited to, actual linear measurements (metric or 
. empirical), different colors corresponding to different amounts of 
deformation and/or different shades or hues of the same coIor(s). 
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Displacement of the moveable elements can also be measured using 
electronic means. 

[0054] Other devices to measure cartilage and subchondral bone 
Intraoperatlvely include, for example, ultrasound probes. An ultrasound 

5 probe, preferably handheld, can be applied to the cartilage and the 

curvature pf the cartilage and/or the subchondral bone can be measured. 
Moreover, the size of a cartilage defect can be assessed and the thickness 
of the articular cartilage can be determined. Such ultrasound 
measurements can be obtained in A-mode, B-mode. or C-mode, If Armode 

10 measurements are obtained, an operator can typically repeat the 

measurements with several different probe orientations, e.g, mediolateral 
and anteroposterior, in order to derive a three-dimensional assessment of 
size, curvature and thickness. 

[0055] One skilled in the art will easily recognize that different probe 
15 designs are possible using the optical, laser interferorhetryi mechanical 
and ultrasound probes. The probes are preferably handheld. In certain 
embbdiments, the probes or at least a portion of the probe, typically the 
portion that is in contact with the tissue, can be sterile. Sterility can be 
achieved with use of sterile covers, for example similar to tfiose disclosed 
20 in WO 99/08598A1 to Ung, published February 25, 1999. 

[0056] Analysis on IJie curvature of tiie articular cartilage or 
subchondral bone usirig Imaging tests and/or i^ 
measiiremehts can be used to deteiroinfe tiie size of iain area of diseased 
cartilage or cartilage loss. For exarriple, the curvature can c?hange abrupfly 
25 in areas of cartilagei loss. Such abrupt or sudden changes in curvature can 
be used to detect tiie boundairies of diseased cartilage or cartilage defects. 



V 
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ii. segmentation of articular cartilage, bone and 
Menisci 

[0057] A semi-automated segmentation approach has been 
implemented based on the jive wire algorithm, which provides a high 
5 degree of flexibility and therefore holds the poteritial to Improve 
segmentation of osteoarthritic cartilage considerably. Images are 
optionally pre-processed using a non-linear diffusion filter. The live wire 
' algorithm assigns a list of features to each oriented edge between two 
pixels (boundary element - be/) In an Image. Using an individual cost 
10 function for each feature, the feature values are converted into cost 
values. The costs for each feature are added up by means of a 
predetemiined weighting scheme, resulting in a single joint cost value 
between 0 and 1 for each bel b that expresses the likelihood of b being 
part of the cartilage boundary. To determine the contour of a cartilage 
15 object, the operator chooses a starting pbcel P. Subsequently, the system 
calculates the least cost bel path from each Image pixel to P with a 
dynamic programming scheme. When the operator selects another pixel, 
the system displays the calculated path from the current mouse position to 
P in real time. This cunrent path can be frozen as part of the cartilage 
20 coiitour by the operator. This way, the operator has to assemble the 
d^ired contour in each slice from a number of pieces ("strokes"). 

[0058] The features of a bel used with this segmentation 
technique are the gray values left and right of b and the niagnitude of the 
gray level gradient across b. 

25 [0059] As vflll be appreciated by those of skill in the art. a^^^ 

portton of the segmentation processes described can be automated as 
desired. As will be appreciated by thpse of skill in the art, other 
s^meritatioh techniques induding but not n^^^ 
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level gradient techniques, snakes, model based segmentation, watershed, 
clustering, statistical segmentation, filtering including linear diffusion 
filtering can be employed. 

III. Validation OF Cartilage Surface Segmentation 
5 [0060] In order to validate the accuracy of the segmentation 

technique for the articuiar cartilage surface, the cartilage surface extracted 
from MR! scans can be compared with results obtained from segmentation 
of the joint surface data which is acquired, for example, using a laser 
scanner after specimen dissection. The resulting two surfaces from MRI 
10 and laser scan can be registisred using the Iterative closest point method, 
and the distance between each point on the MRI surface to the registered 
laser scan surface can be used to determine the accuracy of the MRI 
segmentation results. Fig. 5 shows the MRI and digitized surfaces before 
and after registration. The distance measurements for the two specimens 
15 are shown In Table 1, 



Table 1 

Distance calculations between segmented MRI 

AND LASER DIGITIZED SURFACES (iN MM) 



Spedmen 


Minimum 
Distance 


l\Aaximuni 
Distance 


Mean Distance 
M 


Standard 
De\^ation 
a 


1 


3.60447e-05 


2.10894 


0.325663 


0.312803 


2 


2.790926-06 


1.616828 


0:262131 


0.234424 



[0061] In this example, the data illustrate that the averag^^ 
between the segmented MRI surface and the laser scan surface is within 
the range of the resolution of the MR! scan. Thus, the segmentafion 
20 approach yields an accuracy within the given MRI scan parameters. 
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IV. Calculation and Visualization of Cartilage Thickness 
Distribution 

[0062] A suitable approach for calculating the cartilage thickness is 
based on a 3D Euclidean distance transfbnn (EDT). An algorithm by Saito 

5 and Toriwaki can be used to achieve computationally very fast (less than 
1 0 sec for a 256x256x60 data set on a SGI 02) data processing. The 
algorithm functions t)y decomposing ttie calculation into a series of 3 one- 
dimensional transfomiations and uses the square of the actual distances. 
This process accelerates the analysis by avoiding the determination of 

10 . square roots. For initialization, voxels on the inner cartilage surface (ICS) 
are given a value of 0, whereas all other voxels, including the ones on tiie 
outer cartilage surface (OCS) are set to 1 . 

[0063] First, for a binary input picture F = {fijk} (1 < i ^ L. 1 , < j < l\/l, 1 
^ k < N) a new picture G={giiit} is derived using equation 1 (a, p, and y 
15 denote tiie voxel dimensions). 

[0064] g^^mm{(a(i-x)f;f^=0^^x^L} .[Eq.1l 

[0065] Thus, each point is assigned ttie square of the distance to 
the closest feature point In the same row In l-directi"on. Second, G is 
converted into H={hiiK} using equation 2. 

20 [00661 h„,=mm{g^■^(fiU--y)y•^^y^¥) Pq. 2] 

[0067] "Hie algorithm searches each column in J^ltection; According 
to the Pythagorean theorem, tii6 sum of the square distance b@tween a 
i)oiht (i,j,k) and a point (l.y.k) in the same column, m - 7))^ *he 
square distance between (l.y,l<) and a particular feature p<rint, gu*. equals 
25 the square distance between flie point (i j.k) and that feature point The 
minimum of these sums is ttie scjuare (fistance betweisn (y.k) and the 
dosest feature point In the two^<Jimenslonal 1^^ 
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[0068] The third dimension is added by equation 3, which is the 
same transfom^ation as described in equation 2 for the k-direction. 

[0069} = mia{h^ + ir{k-z)y]l^z ^ N} [Eq. 3] 

[0070] After completion of the EDT, the thickness of the cartilage for 
5 a given point (a.b.c) on the OCS equals the square root of Sabc- This 

results in a truly three-dimensional distance value determined nonnal to 
the ICS. The x, y, and z position of each pixel located along the bone- 
cartilage interface is registered on a 3D map and thickness values are 
translated into color values. In this fashion, the anatomic location of each 
10 pixel at the bone-cartilage interface can be displayed simultaneously with 
the thickness of the cartilage for that given location (Fig. 6). 

[0071] As will be appreciated by those of skill in the art, other 
; techniques for calculating cartilage thickness can be applied, for example 
using the LaPlace equiation, without departing from the scope of the 
15 . invention. 

V. Cauculation and Visualization of Cartilage 
Curvature DISTRIBUTION 

[0072] Another relevant parameter for the analysis of articular 
cartilage surfaces is curvature. In a fashion similar to tifie thickness map. a 
20 set of curvature maps can be derived flpom the cartilage surface data that 
Is (extracted fi^om fte MRL 

[0073] A local bl-cubic suri^ace patch is fitted to the cartilage surface 
based on a sub-sampling scheme in vvhich every other surface point is 
used to generate a mesh of 5 X 5 point elements. Thus, before performing 
25 ttie fit tiie density of tiie data is reduced in order to smootii ttie fitted 
surface arid to reduce the computational complex^^^ 
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[0074] After computation of the local bl-cubic surface fits, the unit 
normal vectors {«} are implicitly estimated from the surface fit data. The 
corresponding curvature and its orientation are then given by: 
ic, =arccos(nQ •rt^)/dsf, = j^/rfy, , ^ 
5 where is the unit normal vector at the point (u,v) where the curvature is 
being estimated and ( / = 1,...,24) are the unit nomial vectors at each 
one of the sun^ounding points In the 5 x 5 local surface patch. Fig. 6 shows 
an example of the maximum principal curvature maps (value and 
direction), estimated using the bi-cubic surface patch fitting approach. 

10 As will be appreciated by those of skill in the art, other techniques, 

such as n-degree polynomial surface interpolation or approximation, 
parametric surface Interpolation or approximation and different discrete 
curvature estimation methods for measuring curvature or 3D shape can be 
applied. 

15 VI. Fusion of Image Data from Multiple Planes 

[0075] Recently, technology enabling the acquisition of isotropic or 
near-isotropic 3-dimensional image data has been developed. However, 
most MRI scans are still acquired with a slice thickness that is 3 or more 
times greater than the In-plane resolution. This leads to limitations with 
20 respect to 3D image analysis and visualization. The structure of 3- 

dimensional objects cannot be described with tiie same accuracy in all 
. fliree dimensions. Partial volume effects hinder interpretation and 

measurements in tiie z-dimenslon to a greater extent than In the x-y plane. 

[0076] To address the problems associated with non-isotropic 
25 . image resolutions, one or more first scans S1 are taken in a first plane. 

Each of the first scans are parallel to eaqh otiier. Thereafter, one or more 
second scaris S2 are taken witii an imaging plaine oriented to the first scan 
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S1 SO that the planes intersect For example, scans S1 can be In a first 
plane while scans S2 are in a plane perpendicular to the first plane. 
Additional scans in other planes or directions, e.g.. S3, S4 ... Sn, can also 
be obtained in addition to the perpendicular scans or instead of the 
5 perpendicular scans. S2, and any other scans, can have the same in- 
plane resolution as SI Any or all of the scans can also contain a 
sufficient number of slices to cover the entire field of view of SI . In this 
scenario, two data volumes with information from the same 3D space or 
overlapping 3D spaces can be generated. 

1 0 [0077] Data can be merged from these two scans to extract the 
objecte of interest In each scan Independently; Further, a subsequent 
analysis can combine these two segmented data sets in one coordinate 
system, as is shown in Fio. 6. This technique is helpful In outlining the 
boundaries of objects that iare oriented parallel to ttie Imaging plane of SI , 

15 but therefore will be perpendicular to the imaging plane of S2. 

[0078] For quantiiative measurements, such as determining the 
cartilage volume, it can be advantageous to combine SI and S2 directly 
into a third data volume. This third data volume is typically isotropic or 
near-isptropic with a resolution corresponding to the in-plane resolution of 
20 S1 and S2, thus reducing partial volume effects between slices (FjG- 7). SI 
and S2 can first be registered into the same cpordinate system. If both 
scans are acquired during the sam9 session (\Adthout moving th^^ 
between scans), the image headeir information is used to obtain the 
transfonriatiori matrix. Otherwise, a mutual infonrnation-based rigid 
. 25 registration is applied. The gray value for each voxel V of the thlrxl data ^ 
volume Is calculated as follows: 

(1) detenriinethepiosfflonlnSpspaceforV^^ 
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(2) determine the gray values in S1 and S2 at this 
position; 

(3) Interpolate ttie two gray values Into a single gray value 
G; and 

6 (4) assign G to V. 

As an alternative to fusion of two or more imaging planes, data can 
be obtained with isotropic or near isotropic resolution. This is possible, for 
example, with spiral CT acquisition technique or novel MRI pulse 
sequence such as 3D acquisition techniques. Such 3D acquisition 

10 techniques include 3D Driven Equilibrium Transfer (DEFT), 3D Fast Spin- 
Echo (FSE). 3D SSFP (Steady State Free Precession), 3D Gradient Echo 
(GRE), 3D Spoiled Gradient Echo (SPGR), and 3D Rexible Equilibrium 
MR (FEMR) techniques. Images can be obtained using fat saturation or 
using water selective excitation. Typically, an isotropic resolution of 0.5 x 

15 0.5 X 0.5 mm or less is desirable, although in select circumstances 1 .0 x 
1.0 X 1.0 and even larger can yield adequate results. With near isotropic 
resolution, the variation in voxel dimensions In one or more planes does 
not usually exceed 50%. 

VII. IN Vivo Measurement of Meniscal Dimensions 
20 [0079] The dimensions and shape of a personalized interposltional 
arthroplasty system can, be determined by measuring a patienfs meniscal 
shape and size arid by eyaiuatiiig the 3D georoet^^ 
cartilage. Many osteoarthritis patients, however, have toni rnenlsd, often 
times with only small or no meniscal rernnants. In these patients, the 
25 shape of a personalized interpositiorwl arthroplasty system can be 
: detemiined by acquiring measurements of surrounding afti^^ 
and structures. 
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[0080] In the knee, for example, a few measurements can be made 
on the femoral and tibial bone in MR images of the diseased l<nee. For 
optimal fit, the shape of the superior surface of the implant should 
resemble that of the superior surface of the respective meniscus, 
5 Measurements of the bones can help determine how well menlscal 
dimensions can be predicted, 

[0081] Fig. 8a Illustrates an laxjal view of a meniscus 100. The 
meniscus has a maximum anterior-posterior distance f . and a maximum 
medial lateral distance 2. In the knee, the meniscus compensates for an 

10 anterior horn and a posterior which each have a maximum length 3, 5 and 
widths, 11. The body itself has a maximum length 4 and width tO which 
are a function of the patients anatomy. Fig. 8b Illustrates a sagittal view of 
the meniscus in Fig^ 8a. The meniscus f 00 has a ma)dmum height 6, 8 
which correlates to the maximum height of the anterior horn and the 

15 posterior horn- Fig. 8c illustrates a coronal view of the meniscus 100. 

From the coronal view it is apparent thsit the body has a maximum and 
minimum height 

[0082] Turning now to Fig. 9a, a sagittal view of a tibia > tOis 
shown. The tibia has a maximum anterior-posterior distance 12, Fig- 9b 
20 illustrates the coronal view of the tibia 110 shown In Fig. 9a. From the 
sagittal view it Is apparent that ttie tibiia has a msocimum medial-lateral 
distance 13, a maximum distance from the tibial spine to the edge 14, and 
. a width Iff. 

[0083] The tibia mates with the femur 120, which is shown in a 
25 sagittal view in Fig. 10a. The femur has a ma)dn>um anterior-posterior 
distance Y6and a maximum superior-interior distance 17. From the 
coronal view shown In Fig. 10b the maximum medial-lateral distance 18, 
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the distance from the trochlea to the edge 19, and the width of the 
intercondylar notch 20 Is apparent 

[0084] A Pearson's congelation coefficient r can be obtained for a 
. variety of measurements to assess how well one variable Is expressed by 
5 another variable. Suitable measurements include, for example, the 
following measurements: 

■ antero-posterior (AP) length of medial (lateral) meniscus with 
AP length of medial (lateral) femoral condyle; 

( ■ AP length of medial (lateral) meniscus with AP length of 
10 medial (lateral) tibial plateau; 

■ medio-lateral (ML) width of medial (lateral) meniscus with ML 
width of medial (lateral) femoral condyle; 

■ ML width of medial (lateral) meniscus with ML width of 
medial (lateral) tibial plateau; 

15 ■ Y coordinate of highest point of medial (lateraO meniscus 

with y coordinate of highest point of medial (lateral) tibial 
spine; 

- X coordinate of medial (lateral) margin of medial (lateral) 
meniscus with x coordinate of medial (lateral) margin of 
20 medial (lateral) femoral condyle; and 

• X coordinate of medial (lateral) margin of medial (lateral) 
meniscus with x coordinate of medial (lateral) margin of 
mediial OateraO tibial plateau. 
[008^ Examples of measurements obtained are summarized In 
25 Table 2. 

Table 2 

. Correlation Between MENiscALDiMENstoNs and Dimensions of Femoral and tibial 

Bone 

I ■ Measurement j Imaging Plane* j N j Pearson's r 
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TABLE 2 

CORRELATION BETWEEN WlENISCAL DIMENSIONS AND DIMENSIONS OP FEMORAL AND TIBIAL 

Bone 



Measurement 


imaging Plane 


N 


Pearson's r 


AP Length: medial meniscus - medial 
femoral condyle 


Sagittal 


23 


0.74 


AP Length: lateral meniscus - lateral 
femoral condyle 


Sagittal 


24 


.0.73 


AP Length: medial meniscus - medial 
tibial plateau 


Sagittal 


23 


0.79 


AP Length: lateral meniscus - lateral 
tibial plateau 


Sagittal 


24 


0.27 


ML Width: menisci - famur 


Coronal 


12 


0,91 


ML Width: menisci - tibia 


Coronal 


12 


0.92 


ML Width: menisci - medial femoral 
condyle 


Coronal 


12 


0.81 


ML Width: menisci - lateral femoral 
condyle 


Coronal 


12 


0.65 


ML Width: menlsd - medial tibial 
plateau 


Coranal 


12 


0.86 


ML VVidth: menlsd -r- lateral tibial 
plateau 


Coronal 


12 


0.46 


ML Width: medial meniscus - medial 
femoral condyle 


Coronal 


12 


0.95 


ML Width: lateral meniscus - lateral 
femoral condyle 


Coronal 


12 


0.46 


ML Width: medial meniscus - medial 
tibial plateau 


Coronal 


12 


0.69 


ML Width: latisral meniscus - lateral 
tibial plateau 


Coronal 


12 


0.34 


ML Length: medial meniscus lateral 
hienlscus 


Coronal 


12 


0.12 


Meniscal Height medial meniscus - 
l^eral meniscus 


Coronal 


12 


0;01 


Meniscal Height Medial meniscal 
height - medial femoral height 


Coronal 


12 


0.22 


Meniscal Height Lateral meniscal 
height - lateral femoral h^ght 


Coronai 


12 


0,22 


Meniscal Height.Mediat meniscal 
: height - medial tibial height 


Coronal 


12 


0.55 



» 
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TABLE 2 

CORRELATION BETWEEN WlENISCAL DIMENSIONS AND DIMENSIONS OF FEMORAL AND TIBIAL 

BONE 



Measurement 


imaging Plane 


N 


Pearson's r 


Meniscal Height Lateral meniscal 
height - lateral tibial height 


Coronal 


12 


0.17 


Highest Point (y coordinate): medial 
meniscus - medial tibial spine 


Coronal 


12 


0:99 


Highest Point.(y coordinate): lateral 
meniscus - lateral tibial spine 


Coronal 


12 


0,90 


Medlai margin (x-coordinate): medial 
meniscus - femoral condyle 


Coronal 


12 


1.00 


Lateral margin (x-coordinate): lateral 
meniscus - lateral femoral condyle 


Coronal 


12 


1.00 


Medial Margin (x-coordinate): medial 
meniscus - medial tibial plateau 


Coronal 


12 


1.00 


Lateral Margin (x-coordinate): lateral 
meniscus - lateral tibial plateau 


Coronal 


12 


1.00 



[00861 The Pearepns' coefficient determines the relationship 
between two sizes that are measured. The higher the correlation, the 
better the relatiohiship between two measurements. From the data in 

5 Table 2, it becorhes evident that, in the knee, the AP length of both medial 
and later^il menisci can be predicted well by measuring the length of the 
respective femoral condyle. For the medial meniscus, the length of the 
medial tibial plateau can also be used. The ML width of the medial femoral 
condyle Is a good predictor for ttie width of the medial meniscus. The 

10 height of the medial and lateral tibial spines correlates well with the height 
of the respective menisci. Goirelations between ML width of the lateral 
meniscus and width of the lateral femoral condyle and tibial spine are 
lower d ue to a high variability of the most lateral point of the lateral 
menteci^. As opposed to these outennost points of the Isateral meniscus, 

16 the main margins omelals very w^^^ 
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femur. This is also the case for the medial meniscus. Consequently, the 
outer margins of medial and lateral menisci can be detemiined. 

[0087] These results show that mehiscal dimensions can be 
predicted in a reliable fashion by measuring bony landmarks In MR 

5 images. Where the Pearson's coefficient is liigh (e.g., close to 1), the two 
measurements can, in effect, be used Interchangeably to represent the 
measurement desired. Where the Pearson's coefficient is low (e.g., 0.34), 
a confection factor may be applied to the measurement The measurement 
as corrected may then equal or approximate the corresponding 

1 0 measurement I n some instances, use of a correction factor may not be 
feasible or desired. In that instance, other approaches, such as logistic 
regression and multivariate anafysls, can be used as an alternative wifliout 
departing from the scope of the Invention. 

[0088] A person of skill in the art will appreciate that while tiiis data 
15 has been presented witii respect to the meniscus in the knee and 

measurement of knee anatomy relative thereto, similar results would occur 
• in other joints witiiin a body as well. Further, it Is antidpated ttiat a library 

of measurements can be created, for example for generating one or more 

correlation factors ttiat can be used for a particular Joint For example, a 
20 single congelation factor can be generated using a plurality of 

measurements on different subjects. 

[0089] Alternatively, a plurality of con"elation factors can be 
generated based dn^ for example, Joint assessed, size, weight- body m^ass 
index, age. sex of a patient, etiinic background. In this scenario, a patient 
25 seeking treatinent can be assessed. Measurements can be taken of, for 
example, the medial femoral condyle. TTie correlation factor for the medial 
fempral condyle in ttie patient can then be compared to a cdnrelation factor 
calculated based on samples wherein tiie sample patients had the same. 

1 • . ■ ... 
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or were within a defined range for factors, including for example: size, 
weight, age and sex. 

vni- Surface Digitization 
[0090] Digitized surface data from menisci of cadaveric specimens 
5 for generation of a generic meniscal model can be acquired using a 
Titanium FaroAmi® coordinate measurement machine (GMM) (FARO 
Technologies Inc., Lal<e Mary, FL), 

IX. 3D Design Techniques FOR Anatomically Correct 
iNTERPOsmoNAL Arthroplasty System 

10 [0091] The design workflow for each implant can consist of a 
combination of one or more of the following steps: 

a. . Fusion of) the sagittal and coronal 3D SPGR or 2D or 3D FSE 

data or other sequences for a joint; 

b. Segmentation of point data from the cartilage surface of a 
15 joint. , 

c. Fusion of the sagittal and coronal 2D or 3D FSE or 2D SE 
data or other sequences of a joint; 

d. Segmentation point data of the superior meniscal surface; 

e. Ck)mbination of cartilage surface data and meniscal surface 
2Q data to sen^e as model for a surface of an implant; 

f. Ck)nf\pression of a meniscal surface by factor^ r^^^ 
... . 0.2 to 0.99; ' / 

g; ConVersiofi oif point cloud data for a superior and ah inferior 
Implantsurface into parametric surface data; and 
25 h. Cutting of parametric surface data sets to detemiine exact 

shape of Implant 

[0092] In many patients with advanced osteoarthritis, however, the 
meniscus is, to a great extent, depleted, and therefore cannot serve 
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directly as a template from which the superior implant surface can be 
derived. In these cases, dimensions of the remaining joint bone, can be 
used to adjust the size of a generic meniscal model, which can then serve 
as a template for the implant 

5 X, Derivation of Implant Surfaces from Cartilage and 

Healthy Meniscal Surfaces 

[0093] The superior surface of an implant can be modeled based on 
the superior meniscal surface and the joint cartilage surface in those areas 
that are not covered by the meniscus. Therefore, after the slice-by-sllce 

10 segmentation of the superior meniscal surface from the SE or FSE or 

otiier MRl images and the tibial cartilage surface from the 3D SPGR or . 
FSE or other MRl images, both data sets will be combined (Fig- 11 a-c). To 
detennine the composite surface for ttie prosthesis, the intersection . 
between the two surfaces is located. In the event that the. two surfaces do 

15 not intersect in a particular slice, the Intersection between the tangential 
line through the central end of the meniscal surface with the tibial surface 
will be calculated (Fig. 11a). To account for natural compression of ttie 
elastic meniscus under load, its height can be adjusted, for example, to 
60% of the original height (Fig. 11 b). For this purpose, each point on the 

20 meniscal surface is connected.to the closest point on the cartilag^^ 
The new point for the adjusted meniscal surface Is chosen^a^^^ 
distance frorri the tibial carjBlage suria 

[0094] Aswillbeappredatedbythosecrf^s^^^^^ 
ottier adjustment ratios can be used wittio(4 departing from ft^ 
25 the invention. Suitable adjustment ratios will vary depending on patient 
physiology and desired degree of con-ection and include, for example, 
V ratios that range from 0.2 to 1.5. T^^ amountof height adjustment of the : • y 

implant relative to the natural meniscus will vary 



wo 2004/043305 



PCTAIS2003/036079 



6750-001 1 .40/JT02-U06.PCT1 

material that the Implant Is manufactured from. For example, where the 
Implant Is manufa<^red from a material having a high degree of elasticity, 
It may be desirable to use an adjustment greater than 1 . Where the 
material has a low degree of elasticity, the adjustment is likely to approach 

5 50%. The appropriate adjustment will also depend upon the joint for which 
the Implant is manufactured. Thus, for example, an implant manufactured 
for the knee using a material with a low degree of elasticity can have an 
adjustment of between 50-70%, while an implant manufactured for the 
shoulder also using a material with a low degree of elasticity may have a 

10 desired adjustment of 60-80%. Persons of skill in the art will appreciate 

that the correction factor for an Implant will vary depending upon the target 
joint and the properties of the material from which the implant is 

manufactured. 

[0095] The adjustment ratio can also vary depending on the location 
15 within ajointwith a plurality of ratios possible for any given design. For 

example, in a knee joint an adjustment ratio close to 0.8 can be used 

anterioriy, while an adjustment ratio dose to 0.5 can be used posteriorty. 

Additionally, more adjustment ratios can be selected such that the 

adjustment ratio gradually changes, for example, anterioriy, depending on 
20 the anticipated biomechanics of the joint Changes can also be made to 

the adjustment ratio as a result of patient specific parameters such as age, 
. sey(, weight ethnleity. and activity level. The adjustment ratio can be 

selected In order to achieve an optimal blomechanical or functional result. 

in vitro cadaveric testing, constifaint testing, testing of contact scirfa 
25 fatigue testing and robotic testing can, for example, be used for 

determining the optimal adjustment ratio(s) for an Implant 

lOOSjB] . Rnally, to determine the shape of tiie superior surface of tiie 
implant (he comprised menlscal sUrface^ 
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portion of the tibial cartilage surface that is not covered by the meniscus. 
The shape of, for example, an inferior surface of the implant can be 
derived from the entire cartilage surface (Fig-11c) or the subchondral bone 
surface. The latter can be used, for example, if there is significant 
5 eburnation of the joint and most of the cartilage has been lost. 

XI. Derivation of Superior Implant Surface in Case of 
Damaged Meniscus 

[00971 In patients with a damaged or degenerated meniscus or 
those that had a prior meniscectomy, the meniscal surface cannot be used 
10 as a template for an Implant surface as described above. In these cases, a 
generic meniscal model can be used to design the desired Implant 
surface. 

[0098] The generic meniscal model can be generated from data that 
is, for example, collected from cadaveric femoral specimens using a 

15 Titanium FaroArm as described above. Alternatively, a laser scanning 

device or an optical device can be used. In this instance, meniscal surface 
data can be digitized, for example, from ten frozen cadaveric tibial 
specimens. All surface data sets obtained can then be matched for size 
differences using, for example, an affine surface registration scheme. The 

20 matched surface points after registration can then be merged Into a single 
point cloud. A generic meniscal surface, Sg, can be fitted through a point 
cloud using a least-squares pptlmizatipn. resulting In a "mean" surface of 
the ten specimens. 

[0099] Typically, dimensions of healthy menisci correlate well >A/fth 
25 dimensions of bony landmari<s. Therefore, measurements of bony 

Jandmariks in an MRI can be used to reconstruct the dimensions of the 
healthy meniscus (see, e.g., Table 2, above), the antero-posterior length 
L will be calculated from the length of the femoral condyle. For determining 
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medio-lateral meniscal width W, we can use the position of the medial 
margin of the tibia for the medial meniscus and the lateral tibial margin for 
the lateral meniscus. The height H can be derived from the highest point of 
the tibial spine. 

5 [0100] Once the values !, M/, and H have been determined, Sg can 
be deformed accordingly. Each point P in Sg with the coordinates fx, y, z) 
can be transfomied into a new point P' using Equation 4: 

I w H 

P = (x^y^z') = (f^^x.-g-.y,^■2) (Eq. 

41, 

10 where Lg, Wg, and Hg are the respective dimensions of Sg. The 

transformed points P'can fpnti the meniscal surface S that will be used as 
a template for designing the superior implant surface as described in the 
previous section. 

XII. FINAL Steps of Implant Design 

1 5 [01 01] The first and second implant surfaces derived from an MR 
image, as described above, consist of point clouds. The point clouds can 
be converted into a data fonnat that then can be manipulated in, for 
example, a CAD system. The Surface Patch function in the suri^ace 
modeling program Rhinoceros can be used to approximate a smooth 

20 surface patch to the point cloud data (Fig. 12). This surface can then be 
expiorted In the IGES format to be read by the GAD software, dther 
software programs can be used without departing frorn the scope of the 
invention. For example, Pro/Engineer, Solid Edge, Alibre and IronCAD are 
. also suitable programs. 
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[0102] Using the CAD software SolidWorks, the superior and 
inferior surfaces can be combined into one design model. Both surfaces 
can be clipped using the outer menlscal edge as a margin (Fig, 11), 

[0103] From this infonnation. joint implants can be designed that 
5 take Into consideration the dimensions. Figs. 13a and b are views of a 
joint Implant suitable for use on a condyle of the femur. These views are 
shown from the inferior and superior surface viewpoints. The surfaces, 
edges and height of the implant can be adjusted to account for the 
measurements taken to achieve an implant with an optimal patient fit Fig, 
Id 14 Is a view of an implant suitable for placement In a joint knee and placed 
on a portion of the tibial plateau. Figs. 15a-o are views of an Implant 
suitable for the hip. These implants cian also be designed so that the 
surfaces, edges and height of the implants can be adjusted to account for 
the measurements taken as well as the patient specific criteria, as 
15 appropriate or desirable. 

XIII. Accuracy OF 3D Imaging and 3D Sizing Techniques 
FOR Deriving 3D Shape of Implant 

[0104] In order to detennine how much the predicted menlscal . 

surface, calculated from the generic model, differs from the true shape of 
20 the meniscus, healthy volunteers can be examined. Suitable spiral CT, 

also with Intravenous or intra-articular' contrast enhancement, or MR! 

images can be acquired, from which medial and lateral menisci can then 

be extracted using live wire segmentation, or other suitable miechanlsms. 

Furthemtore, the generic models for the medial and lateral meniiscus can 
25 be fitted as described above. For each subject, the medial and lateral 

meniscus ttiat yNas segmented from the MRI can be compared to the fitted 

rnbdels as ifollows: 
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1 . For each point P^x,y,z) In the segmented data set choose 
. the closest point Pi=(xi,yi,zi) from the fitted model with zikz 
and the two closest points P2=(X2,y2,Z2) and P3=(X3,y3,Z3) with 

Z2,ZsSZ. 

5 2: The point P Is projeded orthogonally onto the plane defined 

by Pi , P2 and P3. The projected point P' is given by: 

(h,n) 

vvhere n Is the normal to the plane and (•. •) denotes the dot 
product. 

-10 . 3; Calculate the distance di between P and the plane, given by 

I. d,=I|P'-Pl. 

4. Repeat 1-3 with Pi=(xi,yi,zi) sudh that zi^z and 
P2=(X2.y2.Z2) and P3Kx3,y3.Z3) such that Z2,Z3^. resulting In 

15 5. Calculate the mean distance for P. d(P)=Ccfi+c(2)/2. 

6. Calculate the total distance measure D over all points in the 

siegmented data set D = 5^d(P) . 

p 

[01051 The total distance measure D depends on the relative 
position of the segmented wra data and the fitted modelin the coord^^^^^ 
20 system This relative position can be optlralzed to minlmtee D by adjusting 
the rigkl body transfonTiaflon t that positions 
r^lstratldn process based oh the iterative closest polrit algorithm, using 
D(7) as a cost function, 

[01061 Typically. It is anticipated that the Accuracy of this fitting 
25 approach is sufficient if the average distance Dfn. wh^re n is the number 
of points in the segmented data, is below IS-mm. 
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[0107] The foregoing description of embodiments of the present 
invention has been provided for the purposes of illustration and 
description. It is not Intended to be exhaustive or to limit the invention to 
the precise fomns disclosed. Many modifications and variations will be 

5 apparent to the practitioner sicilled in the art. The embodiments were 
chosen and described in order to best explain the principles of the 
Invention and its pracQcai application, thereby enabling others skilled in the 
art to understand the Invention and the various embodiments and with 
various modifications tiiat are suited to the particular use contemplated.. It 

10 Is intended that ttie scope of tiie invention be defined by ttie following 
claims and equivalents. 
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What IS claimed: 

1. A method to treat a defect in a joint comprising: 
obtaining an image of a joint; and 

generating at least one of a thickness map and a cun/ature map. 

5 2. Tiie method of claim 1 further comprising one or more of the 

steps of: 

pre-processing the image obtained using a non-linear diffusion filter; 

assigning a list of features to each oriented edge between at least 
two pixel boundaries; 

10 converting the features into cpst values; and 

calculating a single cost value. 

3. The method of claim 2 further compriising the step of: 
detemaining the likelihpod of a cost value being a part of a caftilage 

boundary. i 
16 4, The method of claims 1 and 3 f urttier comprising the step of: 

detemiining a contour of a cartilage object by selecting at least a first pixel 
and a second pixel, 

5. The method of daim 4 wherein the first pixel and the sec^^^ 
pikel are automatically selected. 

20 ; ^ 6. The method of daim 4 wherein the first p'l^^^^ 
pixel ai'e selected by an operator. 

7. The mettiod of dalm 1 further comprising the step of 
calculating cartilage thickness. 

. ■ ■ • • t . ' ' ' ' ' 
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8. The method of claim 7 wherein the Step of calculating 
cartilage thickness Is performed using a 3D Euclidean Transform. 

9. The method of daim 7 wherein the step of calculating 
cartilage thickness is performed by decomposing the calculation Into a 

5 series of three onerdimenslonaltransfonnatlons. 

1 0. The method of claim 9 further wherein the one-dimensional 
transforms are squared to obtain a set of distances. 

11. The method of claim 8 wherein a thickness of cartilage for a 
point on an outer cartilage surface is calculated based on the square root 

10 OfSrfjc- 

12. The method of claim 1 further wherein an Implant is designed 
from the generated thickness map. 

.13. The method of dalml wherein the defect Is a result of at 
least one of cartilage disease, bone damage, trauma, and degeneration. 
15 14. The method of claims 9. 11. and 12 wherein the thickness Is 

a measured thickness and is used to design an implant for treaHng the 
defect In the joint. 

16. The method of claim 14 wherein the measured thickness is 
adjusted on at least a portion of the implant based on a quality of a 
20 material selected to manufadure the implant 

16. The method ofdaim 15 wheran the measured thickness is 
adjusted to a firial Implant thidcness on at least a porton of the Im^^ 

a factor of from 0.2 to 1.5 of the measured thickness. 

17. An Implant suitable for treating a defect In a joint wherein the 
25 implant Is designed by: 

obtaining an Imaige of a joint; and 
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generating at least one of a ttiickness map and a curvature map. 

18, The method of daim 1 7 further comprising one or more of 
the steps of: 

processing the image obtained using a non-linear diffusion filter; 

5 assigning a list of features to each oriented edge between at least 

two pixel boundaries; 

converting the features Into cost values; and 
calculating a single cost value. 

1 9, . The method of claim 1 8 further comprising the step of: 
1 0 determining the likelihood of a cost value being a part of a cartilage 

. boundary. 

20. The method of claims 1 7 and 1 8 ftjrther comprising the step 
oft detemnlning a contour of a cartilage object by selecting at least a first 
pixel and a second pixel. 
16 21. The method of claim 20 wherein the first pixel and ttie 

second pixel are automatically selected, . n 

22. The method of claim 20 wherein the fifst pixel and the 
second pixel are selected by an operator, 

23. Themethodof claim 17 further comprising the step of 
20 calculating cartilage thickness. 

24. The method of daim 23 wherdn the step of calculating 
cartiiage thickness Is performiBd using a 30 Euclidean Transform. 

25. The method of diaim 23 wherein the step of calculating 
cartilage thickness Is perfonned by decomposing the calculation into a 

25 series of three one-dimensional trahsfohtiations. 
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26. The method of claim 25 further wherein the one-dimensional 
transfonns are squared to obtain a set of distances. 

27. The method of daim 24 wherein a thickness of cartilage for a 
polfit on an outer cartilage surface is calculated based on the square root 

5" OfSabc. 

28. The method of claim 1 7 wherein the defect is a result of at 
least one of cartilage disease, bone damage, trauma, and degeneration. 

29. The method of claims 25, 27 and 28 wherein the thickness is 
a measured thickness and is ijised to design an implant for treating the 

10 defect in the joint 

30. The method of claim 29 wherein the measured thickness Is 
adjusted on at least a portion of the Implant based on a quality of a 
material selected to manufacture the implant 

31 . The method of claim 29 wherein the measured thickness is 
15 adjusted to a final implant thickness on at least a portion of the implant by 

a factor of from 0,2 to 1 .5 of the measured Oiickness. 

32. A rnetiiod to treat a defect in a joint comprising: 
obtaining an image of a joint; 

processing the Image obtained using a non-linear diffusion filter; 

20 and 

generating a cartilage curve. 

33. The metiiod of claim 32 furUier comprising tiie steps of: . 
fitting a local bi-cubic surface patii to tiie cartilage curve. 

34. The metiiod of dalm 32 wherein the bi-cubIc surface patch Is 
.25 iautomatically selected. 
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35. The method of claim 32 wherein the bi-cubic surface patch is 
selected by an operator. 

36. The method of dalm 32 further comprising the step of 
calculating cartilage thicl<ness. 

37. The method of claim 36 wherein the step of calculating 
cartilage thickness is perfomied using a 3D Euclidean Transform. 

38. The method of claim 36 wherein the step of calculating 
cartilage thid^ness is perfonned by decomposing the calculation into a 
series of three one-dimensional transformations. 

39. The method of claim 38 further wherein the one-dimensiohal 
transforms are squared to obtain a set of distances. 

40. The method of dalm 37 wherein a thickness of cartilage for a 
point on an outer cartilage sur^ce is calculated based on the square root 

of Sabci 

41 . The method of claim 32 further wherein an implant is 
designed from the cartilage curve. 

42. The method of claims 38, 40 and 41 wherein the thickness is 
a measured ttiickness and is used to design an Implant for treating the 
defect in the joint 

43. The metho(l of claim 42 wherein the measured thickness is 
adjusted on at least a pfortion of the implant base<i on aqualiQr of a 
material selected to manufacture the Implant 

. 44. The method of claim 42 wherein the measured thickness is 
adjusted to a final implant thickness on at least a portion of thb Implant by 
afactproffrom 0-2 to 1,5 of the measured thickness. 
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45. An implant for correcUrig a defect in a joint whereirr the 
Implant size is determined by estimatif>g menlscal dimensions based on 
measurements of at least one of cartilage and bone landmarks \wlthlri the 
joint 

5 46. The implant of daim 45 wherein the joint is a knee joint 

47. The implant of claim 46 wherein the measurement is 
selected from the group consisting of. a length of a medial meniscus; a 
length of a medial femoral condyle; a length of a lateral meniscus; a length 
of a lateral femoral condyle; a length of a medial tibial plateau; a length of 

10 -a lateral tibial plateau; a mdXh of a medial meniscus; a width of a mediat 
femoral condyle; a width of a lateral meniscus; a width of a lateral femoral 
condyle; a width of a medial tibial plateau; a width of a lateral tibial 
plateau;; a highest point of a medial meniscus; a highest point of a medial 
tibial spine; a highest point of a lateral meniscus; a highest point of a 

15 lateral tibial spine; a highest point of a femoral condyle; and a highest point 

. of a lateral femoral condyle, cartilage thickness and cartilage cun/ature 
and 3D cartilage shape. 

48. The implant of claim 45 wherein the joint is an ankle joint 

49. The Implant of dairri 48 wherein the measurementis 

20 selected from the group consisting of: the diameter of a talus, the length of 

■ a talus, the width of a talus, the cmvature of a talus, the cartilage thickness 
of a Mus, the subcliondral Ijone ttiickness of a talus, to 
cakaneus. the length of a cak»neys. toe width of a c^^^ 
. cuwatureofacalcane\is,tt^Bcartilagetolcknessofac^lcaTO^^^ 
25 subKJhondral bone toibkness of a calcaneus. 

50. The Implant of dalrii 45 wherein toe joint is a hip Joint 
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51 . The implant of claim 50 wherein the measurement is 
selected from the group consisting of the mediolateral diameter of an 
acetabular fossa, the anteroposterior diameter of the acetabular fossa, the 
superoinferior diameter of the acetabular fossa, the curvature of the 

5 acetabular fossa anteriorly, posteriorly, superiorly, inferiorly, medially or 

laterally, the thicl<ness of the articular cartilage of the acetabular fossa 
anterioriy, posteriorly, superioriy, Inferioriy, medially or laterally, the 
thickness of the subchondral bone of the acetabular fossa anteriorly, 
posterioriy, superioriy, Inferioriy. medially or laterally, the mediolateral 

10 diameter of a femoral head, the anteroposterior diameter of the femoral 

head, the superoinferior diameter of the femoral head, the curvature of the 
femoral head anterioriy, posterioriy. superiorly, inferioriy, medially or 
latenally, the thidaiess of the articular cartilage of tiie femoral head 
anterioriy. posteriorly, superioriy, inferioriy. medially or laterally, the 

1 5 thickness of the subchondral bone of the femoral head anterioriy, 

posterioriy, superioriy, inferioriy, medially or laterally. 

52. The Implant of dalm 45 wherein the joint Is a shoulder joint 

53. the implant of claim 52 wher^nttie measurement Is 
selected from the group consisting of the mediolateral diameter of a 

20 glenoid fossa, the anteroposterior diameter of the glenoid fossa, the 

superoinferior diameter of the glenoid fossa, the curvature of the glenoid 
forea anterioriy, posterioriy, superioriy, Inferioriy- medially or laterally, the 
• ililckness of the articular c^^^ 

posterioriy, superioriy, Inferioriy, medially or laterally, the thickness of the 
25 subchondral bone of the glenoid fossa anterioriy, posterioriy, superiorly, 
Inferioriy, medially or laterally, tte mediolateral diameter of a humeral 
head, the anteroposterior diameter of the humeral head, the superoinferior 
diameter of flie humeral headi the cur>«tufB of the humera^^ 

• ■" ' ' "j . 
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anteriorly, posterioriy, superioriy, inferioriy, medially or laterally, the 
tiilckness of the articular cartilage of the humeral head anteriorly, 
posteriorly, superioriy, inferioriy, medially or laterally, the thickness of the 
subchondral bone of the humeral head anteriorty, posterioriy, superioriy, 
5 inferioriy. medially or laterally. 

54. The implant of claim 45 wherein the joint is ah elbow joint 

55. The implant of claim 54 wherein \he measurement is 
selected from the group consisting of the diameter of a distal humerus, the 
depth of a distal humerus, the width of a distal humerus, the curvature of a 

10 distal humerus, the cartilage thickness of a distal humerus, the 

subchondral bone thickness of a distal humems, the diameter of a radius, 
the depth of a radius, the width of a radius, the cun^ature of a radius, the 
cartilage thickness of a radius, the subchondral bone thickness of a radius, 
the diameter of an ulna, the depth of an ulna, the widfri of an ulna, the 

15 cun/ature of an ulna, the cartilage thickness of an ulna, the subchondral 

bone thickness of an ulna 

56. The implant of claim 45 wherein the joint is a wrist joint 

57. The implant of claim 56 wherein the measurement Is 
selected from the group consisting of the diameter of a radius, the depth of 

20 a radius, the widtii of a radius, the curvature of « radius, t^^ 

thickness of a radios, the subchondrai bone thickness of a radius, the 

diameter of an ulna, the depth of an uina^^to^^ 

cur^^ 

bone thickness of an ulna, the diameter of a prd)drnal carpal rowi ttie depth 
25 of a proximal carpal row, the width of a proximal c^^ 

of a?prpxlmal carpal row, the cartilage thickness of a proximal carpal row, 
the subchondral bone thickness of a proximal carpai row, the diamfeter of a 
scaphoid or lunate, the depth of a scaphoid or lunate, the width of a 
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scaphoid or lunate, the curvature of a scaphoid or lunate, the cartilage 
thickness of a scaphoid or lunate, the subchondral bone thickness of a 
scaphoid or lunate, the diameter of a triangular fibrocartilage , the depth of 
a triangular fibrocartilage, the width of a triangular fibrocartilage. the 
5 cun^ature of a triangular fibrocartilage, ttie thickness of a triangular j 

fibrocartilage. 

58, The implant of daim 45 \wherein the joint Is a finger joint 

59- The implant of claim 59 wherein the measurement is 
selected from the group consisting of the depth of a phalanx or 
1 0 metacarpal, the width of a phalanx or metacarpal, the diameter of a 

phalanx or metacarpal, the cun^ature of a phalanx or metacarpal, the 
cartilage thickness of a phalanx or metacarpal, the subchondral bone 
thickness of a phalanx or metacarpal. 

60. The implant of claim 45 wherein the joint is in the spine. 

15 61 . The implant pf claim 60 wherein the measurement is 

selected from the group consisting of the anteroposterior veri"ebral 
dimension, the medlolateral vertebral dimension, the height of the 
vertebral body anterioriy, centrally or posterioriy, the diameter of the 
pedicle{s), the width of the pedide(s), the length of the pedide(s). the 

20 diamefer or radius of a facet joint(s), the volume of a facet joint(s), the 3D 

shape of a facet joint(s), the curvature of a facet joint(s), the dimensions of 
. the posterior elements, fte.dimen 
of the vertebral body. 

62. An implarit fbr treating a joint wherein the implant size Is 
25 determined by estimating articular dimensions Imed on measurements of 
cartilage or bone landmarks within the jolijit . 
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63, A technique for designing an ariatbmlcally correct 
interposltional arthroplasty system for a joint conriprising the following 
steps: 

obtaining data of a cartilage or bone surface of the joint; 
5 obtaining data of one or more menlscal surface(s); 

combination of cartilage or bone surface data and meniscal surface 

datja, 

64. The method of dairn 63 wherein data for exIsHng bone joints 
is used to adjust the size of the meniscal model. 

10 65. A method to treat a defect in a joint comprising: 

obtaining ah image of a joint; and 

measuring at least one of curvature and thickness. 

66. The method of claim 65 further comprising one or more of 
the steps of: 

15 pre-processing the image obtained using a non-linear diffusion filter; 

assigning a list of features to each oriented edge between at least 
two pixel boundaries; 

converting the features into cost yalues; and 

calculating a single cost value. 

20 67. the metifiod of daim 66 furittier comprising t^^^ 

detemiinlrig the likelihood of a cost value being a pa^ 
boundary. 

68. The method of daims 65 and 67 Hirther comprising ti)e step 
of: determining a contour of a cartilage object by selecting at (east a first 
25 pixel and a second pixel. 
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69. The mettiod of claim 68 wherein the first pixel and the 
. second pixel are automatically selected 

70. The method of claim 68 wherein the first pixel and the 
second pixel are selected by an operator. 

5 71 . The method of claim 65 further wherein the step of . 

measuring thickness is performed by calculating cartilage thickness, 

72. The method of claim 71 wherein the step of calculating 
cartilage thickness is perfonned using a 3D Euclidean Transform. 

73. The method ofclalm 71 wherein the step of calculating 
10 cartilage thickness Is performed by decomposing the calculation Into a 

series of three one-dimensional transformations. 

74. The metiiod of dalm 73 further wherein Hie one^limenslonal 
transforms are squared to obtain a set of distances. 

75. The metiiod of claim 72 wherein a thickness of cartilage for a 
15 point on an outer, cartilage surface is calculated based on the square root 

of Sabc. 

76. The method of claim 65 further wherein an implant is 
designed from the measurement of at least one of curvature and 
thickness. 

20 >77. The metiiod <>f daim 65 wherein the defect Is a result of at 

least one of cartilage disease, bone damage, trauma, ^ 

. 78. The mefliod of daims 73^ 75 and 76 wherein ttie thickness is 
a measured thickness and Is used to design an implant for treating the 
defect in tiie joint 
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79. The method of claim 78 wherein the measured thicl<ness is 
adjusted on at least a portion of the impiant based on a quality of a 
material selected to manufacture the implant 

80. The method of claim 79 wherein the measured thickness is 
5 adjusted to a final implant thickness on at least a portion of the implant by 

a factor of from 0,2 to 1 .6 of the measured thickness, 

81. An implant suitable for treating a defect in a joint wherein the 
implant is designed by: 

obtaining an image of a joint; and 

1 0 measuring at least one of curvature and thickness, 

82. The method of daim 81 further comprising one or more of 
the steps of: 

./ 

processing the image obtained using a npn-linear diffusion filter; 

assigning a list of features to each oriented edge between at least 
1 5 two pixel boundaries; 

converting the features into cost values; and 

calculating a single cost value. 

83. The method of claim 82 further comprising the step of: 
detemiining the likelihood of a cost value being a part of a cartilage 

20 boundary. 

;84. • The method of claims 81 and 82 further c^^ 
oft deitemilning a contour of a caritilagei object by selecting at least a first 
pixel and a second pbcel. 

86, The method of claim 84 wherein the first pixel and the 
25 second pixel are automatically selected: 
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86. The method of claim 84 wherein the first pixel and the 
second pixel are seledted by an operator. 

87. The method of dalm 81 further comprising the step of 
calculating cartilage thickness. 

88. The method of claim 87 wherein the step of calculating 
cartilage thickness is perfonned using a 3D Euclidean Transfomi. 

89. The method of daim 87 wherein the step of calculating 
cartilage thickness is perfonned by decomposing the calculation into a 
series of three one-dimensional transfonnations. 

90. The method of dalm 89 further wherein the one-dimensional 
transforms are squared to obtain a set of distances. 

91. The method of dsilm 88 wherein a thickness of cartilage for a 
point on an outer cartilage surface Is calculated based on the square root 

of Sabc- 

92. The method of daim 81 wherein the defect Is a result of at 
least one of cartilage disease, bone damage, trauma, and degeneration. 

93. The method of daims 89, 91 and 92 wherein the thickness is 
a measured thidcness and Is used to design an implant for treating the 
defect in the joint 

m. the method of dalm 93 wherein the measured thickness Is 
adjusted on at least a poftTpn of the Implant based on a quality of a 
mateiial selected to iTTianirfac^e iihe bh^^ 

95. The method of dalm 93 wherein the measured thickness Is 
adjusted to a final Implant thidaiess on at least a portion of tiie Implant by 
a factor of fipm 0.2 to 1.5 of ttie measured thidaiess. 
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96, An implant for conrecting a defect In a joint wherein the 
Implant size is detemiined by estimatihg meniscal dimensions based on 
measurements of at least one of a thickness and curvature, 

97. An Implant for conrecUng a defect in a joint wherein the 

5 implant size is determined by estimating meniscal dimensions based on 

measurements of at least one of a thickness map and a curvature map. 
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